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FIG.1 


ILL 9 HOLES USING 

ORIEL FOR ae 8 
Wea SEL Fo TAPPIN 
Bodoses2 on equ 
Merac vaaves On 
ROUNG HEAD WOOD 
P.ia9 673 oR Eau 
WOODEN TABLES 


SCALE. 3/81" 


“LIGHT BROWN Wai 
"DARK BROWN WAIN? 
AS SPECIFIE: 


sive - 
“SEAL COAT TO MA 
‘ouTsioe 


BELL SYSTEM PRACTICES BSP P90.964 
TELETYPEWRITER STATIONS. ISSUE 8 OCTOBER 1955, 
LONG LINES DEPT. 
DIST.CLASS. 602.05 AC 
REPRODUCED FROM 
Dws 22326-1086 


REASON FOR CHANGE 


'SSUE B-ADDED DRILLING INFORMATION 
FOR Two MOLES IN FIG A 


fom i; 
MeTaL Tastes OR FoR arexi 
RouNG Head wooo sone 
Paebe75 Oe toon Fon 
WOODEN TABLES 


Rear cose“ — + —__| 
OF TABLE 
FIG. B 
ai ORILLING OF TABLE 
SALE. 3/8" FOR BRACKET 
MATERIAL - 14 US. GAUGE PER Fig. | 
FINISH, OUTSIDE - (SEE NOTE 1) 
BLACK WRINKLE 
TORAY GREEN WRINKLE OR 
SLIGHT BROWN WRINKLE OR pores, 
“DARK BROWN WRINKLE 1 BEFORE CENTER PUNCHING FOR ORILLINGS SHOMN IN FIG.6. 
AS SPECIFIED FOR METAL TABLES OR ORILLING START HOLES FOR WOODEN 
sive - TABLES PLACE BRACKET IN PROPOSED POSITION AND CHECK 
QRILL HOLES AGAINST ANY VARIATIONS OUE TO MANFACTURE. 
“SEAL coat To Maron MAKE CHANGES FOUND NECESSARY. 


2WHEN USED ON A 119 A TABLE REMOVE TRANSMITTER GUARD 
FROM TABLE AND REINSTALL ON BRACKET. 


TELETYPEWRITER SYSTEMS 
NO.I9 TTY SET 
BRACKET FOR MOUNTING AN 
AUXILIARY TRANS-DIST. OVER REGULAR 
‘TRANS -OIST. 


